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DISPENSADOR DE TOALHAS
DE SUPERFÍCIE

ESPECIFICAÇÕES
O dispensador de toalhas de papel de superfície é em aço ino-
xidável tipo AISI 304 com construção soldada; as superfícies 
expostas têm acabamento em aço escovado. A parte da frente 
da porta do dispensador tem o mesmo grau de ângulo que 
outros acessórios de casa de banho da Série Contura da BO-
BRICK. O raio nos cantos e extremidades da cabine e da porta, 
combina com outros acessórios da serie Contura da Bobrick. 
A porta deve ser peça única, prensada, e de construção seme-
lhante; presa à cabine com uma dobradiça a toda a largura, 
tipo piano em aço inoxidável; equipada com uma fechadura 
como outros acessórios BOBRICK. A unidade dispensa 400 
toalhas de papel dobradas em C ou 525 dobradas em zigue-
zague com 64 a 97 mm de profundidade, sem ser necessário 
qualquer ajuste ou uso de adaptadores. A unidade é fornecida 
com uma prateleira para dispensar toalhas mais estreitas (64 
– 79 mm de profundidade).

MATERIAIS
Cabine: Fabricada em aço inoxidável 18-8S tipo AISI 304 com 
0.8 mm de espessura. Construção soldada. As superfícies ex-
postas têm acabamentos em aço escovado. O raio nos cantos 
e extremidade da cabine, combina com cantos e extremida-
des da porta de outros acessórios de casa de banho da Série 
Contura da BOBRICK. A parte traseira interior tem concavi-
dades que permitem ocultar a cabeça do parafuso de forma 
a não danificar as toalhas de papel. Bandeja de toalhas ar-
redondada com abertura boleada para dispensar toalhas de 
papel sem rasgar. Equipado com uma fechadura semi embu-
tida, como outros acessórios de casa de banho da BOBRICK. 
Capacidade para 400 toalhas de papel dobradas em C ou 525 
dobradas em ziguezague (79-97 mm de profundidade). For-
necido com uma prateleira interna para se adaptar para po-
der usar toalhas mais estreitas (64-79 mm de profundidade). 
Porta: Fabricado em aço inoxidável 18-8 S tipo AISI 304, com 
acabamentos em aço escovado e espessura de 0.8 mm. Peça 
única, prensada e de construção semelhante. A parte da fren-
te da porta tem o mesmo angulo que outros acessórios de 
casa de banho da BOBRICK. O raio nos cantos e extremidades 
combina com outros acessórios da Serie Contura da Bobrick. 
É preso à cabine com uma dobradiça a toda a largura, tipo 
piano em aço inoxidável.
Conjunto de haste de toalha TowelMate®: constituído por 
uma haste de nylon redonda e 2 parafusos de aço inoxidável 
para fixação.
Dois parafusos de travão em aço inoxidável travam o conjunto 
da haste de TowelMate® no lugar. Para remodelar o Towel-
Mate® em unidades já instaladas e fabricadas antes de junho 
de 2010, solicite TowelMate Accessory Bobrick Modelo No. 
369-130.  

OPERAÇÃO
A unidade dispensa toalhas de papel dobradas em C, e em 
ziguezague (79 x 97 mm de profundidade), sem ser necessário 
uso de ajustadores ou adaptadores. Para permitir usar toa-
lhas mais estreitas (64 – 79 mm de profundidade), é fornecida 
uma prateleira interna adaptável. Após abrir a porta com a 
chave fornecida, pode-se encher a cabine.  

INSTALAÇÃO
Monte a unidade na parede com quatro parafusos de metal 
(4.8 x 32mm), nos pontos assinalados com um S. Para pa-
redes de estuque e outras use a estrutura oculta e prenda 
com parafusos de metal. Para outras paredes use encaixes 
de fibra ou kits de expansão para usar com os parafusos de 
metal, ou parafusos de pino de madeira (3 mm) ou parafusos 
de expansão.
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MATERIALS:
Cabinet — 18-8, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin finish. Radius on corners 
of cabinet match corners and edges of door and other Bobrick ConturaSeries washroom accessories. Back has recessed mounting slots to 
prevent mounting screw heads from snagging towels. Rounded towel tray has hemmed opening to dispense paper towels without tearing. 
Cabinet inside equipped with 90° return towel guide bracket to prevent paper towels from falling forward out when door is opened for 
servicing. Unit equipped with TowelMate consisting of a 90° return towel guide angle inside cabinet to prevent paper towels from falling 
forward out when door is opened for servicing and a Nylon Rod across the center of the towel tray to dispense paper towels one at a time. 
Equipped with a tumbler lock keyed like other Bobrick washroom accessories. Unit shall be capable of dispensing 400 C-fold or 525 multifold 
paper towels 2-1/2" to 3-13/16" (64–97mm) deep.
Door — 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Drawn, one-piece, seamless construction. Front of door has same 
degree of arc as other Bobrick ConturaSeries washroom accessories. Radius on corners and edges match corners of cabinet and other 
ConturaSeries accessories. Secured to cabinet with a full-length stainless steel piano-hinge.
TowelMate® Towel Rod Assembly — Consisting of a round Nylon Rod and (2) stainless steel Rod Screws for attachment, is field replaceable. 
Stainless steel Stop Screws (2) lock TowelMate Rod assembly in place. To retrofit TowelMate into existing installed units manufactured prior 
to June 2010, order TowelMate Accessory Bobrick Model No. 369-130.

OPERATION:
Unit dispenses C-fold or multifold paper towels 2-1/2" to 3-13/16" (64–97mm) deep without adjustment or use of adapters. 
Load paper in towel tray, and then pull one sheet of paper towel over the TowelMate towel rod and out to conceal rod and start 
dispense. Slots in sides of cabinet indicate refill time. After unlocking with key provided, door swings down for loading paper 
towels into cabinet.

INSTALLATION:
Mount unit on wall with four #10 x 1-1/4" sheet-metal mounting screws (not furnished) at points indicated by an S. For plaster 
or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal 
screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" 
(3mm) toggle bolts or expansion bolts.

SPECIFICATION:
Surface-mounted paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces 
shall have satin finish. Front of paper towel dispenser door shall have same degree of arc as other Bobrick ConturaSeries 
accessories in the washroom. Radius on corners and edges of door and cabinet shall complement other Bobrick ConturaSeries 
washroom accessories. Unit equipped with TowelMate consisting of a 90° return towel guide bracket inside cabinet to prevent 
paper towels from falling forward out when door is opened for servicing and a Nylon Rod across the center of the towel tray to 
dispense paper towels one at a time. Door shall be drawn, one-piece, seamless construction; secured to cabinet with a  
full-length stainless steel piano-hinge; and equipped with a tumbler lock keyed like other Bobrick washroom accessories. Unit 
shall be capable of dispensing 400 C-fold or 525 multifold paper towels 2-1/2" to 3-13/16" (64–97mm) deep without adjustment 
or use of adapters.
Surface-Mounted Paper Towel Dispenser shall be Model B-4262 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

ConturaSeries®
SURFACE-MOUNTED

PAPER TOWEL DISPENSER
B-4262

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. B-4262 r80111 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2011 by Bobrick Washroom Equipment, Inc.

Technical Data

10-13/16''
275mm1-5/8''

40mm
Typ. S Lock & Key

13-1/2''
345mm

Stainless
Steel Door

12-1/2''
320mm

Finish Face of Wall

4-7/8''
125mm

1/8''
3mm

3''
75mm
Typ.

8''
205mm

Typ.

13-1/4''
335mm

R
ec

o
m

m
en

d
ed

 M
o

u
n

ti
n

g
 H

ei
g

h
t 

O
ff

 F
lo

o
r

66
'' 

to
 7

0'
'  

 1
67

5 
to

 1
78

0m
m

S

STowelMate
Towel Rod

TowelMate
Towel Guide

Bracket Return

MATERIALS:
Cabinet — 18-8, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin finish. Radius on corners 
of cabinet match corners and edges of door and other Bobrick ConturaSeries washroom accessories. Back has recessed mounting slots to 
prevent mounting screw heads from snagging towels. Rounded towel tray has hemmed opening to dispense paper towels without tearing. 
Cabinet inside equipped with 90° return towel guide bracket to prevent paper towels from falling forward out when door is opened for 
servicing. Unit equipped with TowelMate consisting of a 90° return towel guide angle inside cabinet to prevent paper towels from falling 
forward out when door is opened for servicing and a Nylon Rod across the center of the towel tray to dispense paper towels one at a time. 
Equipped with a tumbler lock keyed like other Bobrick washroom accessories. Unit shall be capable of dispensing 400 C-fold or 525 multifold 
paper towels 2-1/2" to 3-13/16" (64–97mm) deep.
Door — 18-8, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Drawn, one-piece, seamless construction. Front of door has same 
degree of arc as other Bobrick ConturaSeries washroom accessories. Radius on corners and edges match corners of cabinet and other 
ConturaSeries accessories. Secured to cabinet with a full-length stainless steel piano-hinge.
TowelMate® Towel Rod Assembly — Consisting of a round Nylon Rod and (2) stainless steel Rod Screws for attachment, is field replaceable. 
Stainless steel Stop Screws (2) lock TowelMate Rod assembly in place. To retrofit TowelMate into existing installed units manufactured prior 
to June 2010, order TowelMate Accessory Bobrick Model No. 369-130.

OPERATION:
Unit dispenses C-fold or multifold paper towels 2-1/2" to 3-13/16" (64–97mm) deep without adjustment or use of adapters. 
Load paper in towel tray, and then pull one sheet of paper towel over the TowelMate towel rod and out to conceal rod and start 
dispense. Slots in sides of cabinet indicate refill time. After unlocking with key provided, door swings down for loading paper 
towels into cabinet.

INSTALLATION:
Mount unit on wall with four #10 x 1-1/4" sheet-metal mounting screws (not furnished) at points indicated by an S. For plaster 
or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal 
screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" 
(3mm) toggle bolts or expansion bolts.

SPECIFICATION:
Surface-mounted paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces 
shall have satin finish. Front of paper towel dispenser door shall have same degree of arc as other Bobrick ConturaSeries 
accessories in the washroom. Radius on corners and edges of door and cabinet shall complement other Bobrick ConturaSeries 
washroom accessories. Unit equipped with TowelMate consisting of a 90° return towel guide bracket inside cabinet to prevent 
paper towels from falling forward out when door is opened for servicing and a Nylon Rod across the center of the towel tray to 
dispense paper towels one at a time. Door shall be drawn, one-piece, seamless construction; secured to cabinet with a  
full-length stainless steel piano-hinge; and equipped with a tumbler lock keyed like other Bobrick washroom accessories. Unit 
shall be capable of dispensing 400 C-fold or 525 multifold paper towels 2-1/2" to 3-13/16" (64–97mm) deep without adjustment 
or use of adapters.
Surface-Mounted Paper Towel Dispenser shall be Model B-4262 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

ConturaSeries®
SURFACE-MOUNTED

PAPER TOWEL DISPENSER
B-4262

Face da Parede

Guia toalha
TowelMate®

Fechadura

Haste daToalha
TowelMate®

Porta

A
lt

ur
a 

R
ec

om
en

da
da

 p
ar

a 
m

on
ta

ge
m


