
SPECIFICATION SHEET FOR PP WOVEN GROUND COVER 

TECHNICAL  PARAMETER STANDARD UNIT PP 100 GC 

MATERIAL POLYPROPELYENE 

MECHANICAL PROPERTIES 

AREA WEIGHT (GSM) EN 965 g/m² 100 

WEAVE 16 X 11 warp/weft 

TESILE STRENGTH EN ISO 10319 KN/m 20/12 warp/weft 

ELONGATION AT BRAKE EN ISO 10319 % MIN 15 

CBR PUNCTURE STRENGHT EN ISO 12236 N 2150 

HYDRAULIC PROPERTIES 

OPENING SIZE 

WATER  PERMEABLITY 

EN ISO 12956 

EN ISO 11058 

mm 

L/m2*sec 

0.2 

Min 15 

UV PROPERTIES 

UV STABLITY FOR EUROPE 

(Subject to correct application) 

5 YEARS 

PRODUCT SIZE 

WIDTH OF ROLLS 

LENGTH OF ROLLS 

FROM 1 MTR UPTO 5.25 MTRS FLAT ROLLS OR FOLDED ON REQUEST 

STANDARD LENGTH IS 100 MTR OR AS PER SPECIFIC REQUIREMENT 

Results Based on Average test Value and Subject to variation form batch to batch 
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